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CURING AGENT
Z-1 

PKW i U 24.66.46-60.90 
THREEETHYLENETETAAMINE  (TECZA) 

 
TYPICAL USE: 

 
PROPERTIES:    

                                     

 

 

  
SAFETY MEASURES:

 

TECZA is used as curing agent for liquid
epoxy and polyester resins and for
compositions based on those resins.

Oily liquid, yellowish or yellowish-green, 
with specific “mice” smell.

Application of the curing agent Z-1 requires
that an actual content of pure resin in the 
recipe must be taken into account, to 
calculate (based on epoxy number), 
the amount of curing agent needed.

As soon as the curing agent is added to the 
resin the curing process starts and the open
time is set. 

The open time limits the span in which the 
resin must be processed. As the open time 
ends, fast curing takes place.

It is of high importance to use precisely 
weighted dosages of Curing Agent Z-1., 
as yet small excess cuts the open time. 

High excess of the curing agent may 
result in strong exothermic reaction and 
boiling of (or even selfignition) of the system.

Each deviation in the amount of Curing Agent
Z-1 worsens properties of the final product. 
Different curing methods are used in every 
day practice:

- curing in room temperature, with 35 min. open 
  time*, preliminary curing is reached after 3-4 h, 
  and the level of curing is 80-90% after first 48h,
  complete curing is reach after 7 -14 days.
  In some cases this curing time and regime is 
  sufficient for a resin to be ready   for use, 
  however incomplete curing decreases 
  chemical resistance of a resin.

- curing in two steps – in room temperature 
  for 18 h (first level) and in 1000C for 6h 
  (second level), after this time resin is fully 
  cured; as in first method open time is 35 
  minutes*; curing in elevated temperature is 
  recommended if curing time must be shortened 
  or to get better properties of a resin.

Caution!
Humidity has negative influence on curing, 
thus RH must not exceed 70%. 
Curing agent Z-1 adsorbs water readily and 

looses its properties in reaction with carbon dioxide.
* results obtained in standard conditions 
  for Epidian 5: 200C, RH 50%

looses its properties in reaction 
with carbon dioxide.

* results obtained in standard conditions
  for Epidian 5: 200C, RH 50%

Act according to data covered in Safety 
Data Sheet of a Dangerous Substance 
and safety at work and anti-fire instructions. 
Caustic agent. Harmful for skin, may cause 
burns or irritation. Harmful for water
organisms, may cause long term negative 
changes in water environment. Keep closed 
and away from reach of children. Eye contact 
–wash with fresh, clean water, obtain medical 
advice. Use protective clothing, gloves and 
glasses or face protection. In case of failure 
or if you fill sick immediately obtain medical 
advice – show label if possible. 
Act according to Safety Data Sheet or Manual.

PACK SIZES:

0,12 kg, 0,55 kg, 5 kg, 20 kg. 
other sizes available. 

PRODUCER: 
 Chemical Company „Organika-Sarzyna” 
fromNowa Sarzyna 

 
 either express or implied. Should the condition of use the product be beyond manufacturer's control, responsibility for its safe use is born by the user.

All the information mentioned above reflects our current level of knowledge, presented in best faith. This information can not be a basis of any claims,


